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SLOPE
INSTALLATION
DETAIL

12"(30cm

\/ Exist. chamn link fence

6" 1. Prepare soil before installing rolled
(15cm) erosion control products (RECPs),
- including any necessary

21 5"
(5-12.5¢m)

application of lime, fertilizer, and
seed.

Remove & reinstall exist. wood fence to
nstall soil fill (lf necessary} 2.Begin at the top of the slope by

anchoring the RECPs in a
Animal 6" 6"(15cm) deep X 6"(15cm) wide

(15¢m) trench  with approximately 12"
f Enclosure ’J_» Izl (30cm) of RECPs extended beyond

the up-slope portion of the trench.
Anchor the RECPs with a row of
staples/stakes approximately 12"
Install min. 3 ft. thick layer of fill (30cm) apart in the bottom of the
trench.  Backfill and compact the

(C‘ean fill mixed W/Concrete boulders or trench after stapling. Apply seed to
oAt "',' P - the compacted soil and fold the

C|255 | np_ra}?) " AT AR R S AR R e remaining 12"(30cm) portion of
A e RECPs back over the seed and
compacted soil. Secure RECPs
over compacted soil with a row
of staples/stakes spaced

.

.
.
¢

Install 6-inch layer topsoll w/seed/fertilizer approximately 12'(30cm)  apart

across the width of the RECPs.
3.Roll the RECPs (A) down or (B)

Top of concrete 3934.3'+
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horizontally across the slope.
” RECPs will unroll with appropriate
side against the soil surface. All

I
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RECPs must be securely fastened

I
L

T
1l

& Erosion Control Blanket per manufacturer 7 Al
req'ts. (North American Green SC | 50BN @ & A délﬁ
or equiv.) /4 3
ksl —]
Tt — —_— _m&ﬁ to soil surface by placing
bl T gy M, staples/stakes in appropriate
.Il:”.E = locations as shown in the staple

=== ttern guide.
_'| | |E| | El | |E| | |E| | | 4. g’iee;gg:s‘ gf parallel RECPs must

|:| | |:| | |ﬁ | |:| be stapled with approximately 2" -

5" (5-12.5cm) overlap depending
on the RECPs type.

5. Consecutive RECPs spliced down
the slope must be end over end
(Shingle style) with an approximate
3"(7.5cm) overlap. Staple through
overlapped area, approximately
12"(30cm) apart across entire
RECPs width.

Drawing Not To Scale
*NOTE:
o B 22 = P IHTH In loose soil conditions, the use of
L= ;il(?. la mm staple or stake lengths greater than
6"(15cm) may be necessary to
properly secure the RECP's.

5401 St. Wendel - Cynthiana Rd.

Poseyville, IN 47633 Drawn on: 3-16-11

Note: |. Access for equipment at top of slope will require a bench
of fill, to be graded into slope as equipment 1s removed.

2. Approx. 280 CY (in-place plan view) of fill/concrete boulder mix
s estimated to complete the sideslope, this may vary based on TYP. POND WATER LEVEL Note: Erosion control blanket to be installed on the sideslope shall be

materials vsed. T North American Green BioNet® SC150BN™ or approved equivalent.
Sideslope Erosion Repair Detall Erosion Control Blanket Detail
Not to Scale Not to Scale
NOTES:

1. OFFSITE IMPORT MATERIAL TO BE USED AS FILL SHALL BE CLEAN MATERIAL, WITHOUT EXCESSIVE CLAY OR FINES, SUITABLE FOR
STRUCTURAL FILL MATERIAL AND FREE OF DELETERIOUS MATERIALS.

2. EROSION CONTROL FABRIC SHALL BE NORTH AMERICAN GREEN BIONET SC150BN OR EQUIVALENT, BIODEGRADABLE WOVEN
NATURAL ORGANIC FIBER NETTING, FUNCTIONAL LONGEVITY OF UP TO 18 MONTHS.

2. SEED MIX SHALL CONSIST OF THE FOLLOWING: GRASS SPECIES %PLS COUNT
WESTERN WHEATGRASS* 30
*substitute Thickspike for sandy soils
STREAMBANK WHEATGRASS 20
HARD FESCUE* 20
*substitute Green Needlegrass for silty and clay soils
SLENDER WHEATGRASS 15
GREEN NEEDLEGRASS 10 tol5
OTHERS 0=

APPLICATION RATES: DRILLED RATE (8 Ibs./acre) BROADCAST RATE (16 Ibs./acre) HYDROSEED RATE (16 Ibs./acre)
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Note: Erosion control blanket to be installed on the sideslope shall be North American Green BioNet  SC150BN  or approved equivalent. SC150BN  or approved equivalent.TM or approved equivalent.
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